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Drilling spindle - Direct drive
with chuck holder ER32

Application:
Our drilling spindles are used for drilling wood, plastic and metal as well as for light mil-
ling of all kinds.

Design:

The drilling spindle is equipped with ER 32 chuck holder as standard.
The spindle is available inlengths of 236 mm, 293 mm and 443 mm.
For standard BG90 in motors in small B14.

Special design:
Flange adapted to special motor
(servo motor)
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Technical data:

Standard lengths:
Drive:

Spindle speed:

Tool holder:

Assembly:

Run-out accuracy:

Max. drilling capacity:

Technische Anderungen vorbehalten

1: ;5/ / .f. / \
Accessories for mounting: / Mut for chuck 430E

Half shell set

236 mm /293 mm / 443 mm
motor BG90 / three-phase motor direct

- coresponds to motor speeds: 750 - 980 - 1400 - 2800 Rpm

- with frequency converter, speeds up to 6000 Rpm are possible

- a cooling ring is required for continuous aperation above 5000
Rpm.

- motor speed depends on the motor size and the respective mo-
tor power (0.75 - 3 KW)

Please always inquire about motor power and speed separately!

collet ER 32, clamping range & 3-20 mm
HSK63-C
Weldon 025

on diameter 55f7 through clamping flange (green hatches in
Drawing - however not included in the scope of supply)
0,03 mm on the tool

0 20 mm, in St 5
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